QUICK FULL 5000 IP54

Filter Fans
Fanli Filtre

Ve

SPECIFICATIONS
Airflow rate without filter
Airflow rate with filter
Rated Voltage
Power Consumption
Nominal Curent

Overcurrent Protection
Electric Connection
Duty Cycle

Operating Temperature
Protection Degree
Noise Level

Bearing

Flow Direction
Meterial

Color

Gasket
Dimensions

Package Dimensions
Mounting

Filter
Weight
Confirmity / Approvals

3

vo &
Poliiiretan Conta ABS UL-94V-0

Polyureathane Gasket

OZELLIKLER

Hava Debisi Fitresiz

Hava Debisi Fitreli
Besleme Voltaji
Eneriji Tiketimi
Nominal Akim

Asirt Akim Koruma
Elektrik Baglantisi

Devrede Kalma

Calisma Sicakligi
Koruma Sinifi Pano Tarafi
GUrUltd Seviyesi

Motor Yataklamasi
Hava Akis Yonu
Malzeme

Renk

Sizdirmazlik Contasi
Olgliler

Paket Olctileri
Montaj

Filtre
AJirlik (paketlenmisg)
Sertifika

332

UNIT
m3/h
m3/ h

V/Hz
W
A

%
°C

dB

kg

FULL 5000
925
850
230 (50-60 Hz)
64 - 80
0.55
Thermal

3-pole terminal 2,5 mm?
Klemens

100
-10 +70
P54
61

Ball Bearing - Rulman

FULL 5000
925
850
115 (50-60 Hz)
64 - 80
0.55
Thermal

3-pole terminal 2,5 mm?2
Klemens

100
-10 +70
P54
61

Ball Bearing - Rulman

FULL 5000
1000
850

24V CD
24
0.14-0.13

Thermal

3-pole terminal 2,5 mm?
Klemens

100
-10 +70
P54
61

Ball Bearing - Rulman

Outside In - igeriden Digarya Outside In - igeriden Disariya Outside In - iceriden Diganya
Inside out - Disaridan Igeriye Inside out - Digaridan Igeriye Inside out - Digaridan Igeriye

ABS UL 94V-0

RAL7032 - RAL7035
RAL 9001 - Silver

Polyurethane - Politretan

332x332x156
335x335x170

Fast Clip-on
Kolay Montaj Klips

EU4
3.54

332

ABS UL 94V-0

RAL7032 - RAL7035
RAL 9001 - Silver

Polyurethane - Politiretan

332x332x156
335x335x170

Fast Clip-on
Kolay Montaj Klips

EU4
3.54
CE

ABS UL 94V-0

RAL7032 - RAL7035
RAL 9001 - Silver

Polyurethane - Politretan
332x332x156
335x335x170

Fast Clip-on
Kolay Montaj Klips

EU4
3.54
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CUTTING CABINET SIZE
PANO KESIM 6LGUSU

291

291x291
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