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SIGNALGERATE

Signalhupe HPT / HPT-R/ HTG / HTG-R / HTG-L AC -DC
Signal horn HPT / HPT-R/HTG /HTG-R/HTG-L AC-DC

- Einstellvorschrift fir Hupensystem DC
- Instructions for adjustment of DC horn system

Hinweiz, Jede Hupe wird im Werk eingesielll Sollte sich der Ton nach eines
bestimmben Betriabszed varstellen, 5o kann das Einstellen des Gerates

von einer Fachkraft wie folgt dunchgefihrt werden

* Gerat 6ffinen, Achlung: spannungsithrende Teile

* Nennspannung anlegen

* Pos.1 auf Abstand ca. 35 mm ainstellen

* Pos.3 losen

* Pos.2 drehen, bis der Ton laut und klar st (kein Klappern)

* Pas 3 wieder anzehan

* Gerat schiiefen

Note: Every hom is adjsled in the factory. In case the signal ione doas nol sound comectly after a
certain period in operation, the sigral lone can be re-adjusted by a knowledgable person as follows.
*open the device - ATTENTION: ie parts!

* apply nominal volage

* pos. 1 adust he dislance fo approx. 35 mm

* pos. 3 ioosen the counfer nut

* pos. 2 turndadjust until fone is ioud and clear

* pos, 3 tighlen countemul agam

* close the device
- Anschlussklemmen Hupensystem DC Anschlussklemmen Telefon - Rufrelais
- Terminal hom system DC Terminal telephone relay

e AC

- Einstellvorschrift fiir Hupensystem AC
- Instructions for adjustment of AC horn system

Bei der Inbetriebnahme zu beachien.

Die Anschiylleitungan in die Blockklemme "1 stecken und

mit der Schrauben “2° anziehen. Den Schutzeder an der mit

dem Erdungsetiket! bezeichneten Klemme anschlieBen,

Soille der Ton nichi kiar oder lawt genung sein, 5o wird wie erfolgt
nachgestellt Wechselstrom-System:

Der Schiagbolzen "3 wird nach Lésen der Gegenmutier "47 um etwa 1/4
Umdrehung nach rechis oder links gedreht und wieder fest angezogen,
Einstetiung von S0Hz auf G0Hz

der Schlagbolzen "3" wird nach losen der gegenmutter *4" um etwa 104
bis 172 Umdrehung nach rechts gedrehl und wieder fesl angezogen

Observe before starfing operalion;

fngert the connection wires info ferming! *1° and tighten them with the screws 27

Connect the earth wire walh the fermingl marked with an earth label

I case tha fong i not chear or foo weak adiust the AC system as fallows
Loosen counfer nut °4%, then furm bouncing pin “3° abouf 3 fum fo rght or feff,
then tighten the counler mut agarn.

Adwstment from 50 Hz to 60 Hr:

Loosen countaer nuf "4%, than fum bouncing pin “3" about 3 o ¥ fum fo night
and fighten counter nuf again
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